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Low Profile Forced Draft Towers, Coolers and Condensers

Method of Shipment

Forced draft units are shipped fully assembled. Miscellaneous items, such as sealer, self-tapping screws and any other required
materials, are packaged and placed inside the pan for shipment.

NOTE: All hoods and attenuation packages are factory inspected prior to shipment to verify proper fit for rigging. Please take extra
care to handle and rig unit section per the instructions of this manual to avoid possible distortion and poor casing alignment. It is
advisable to check each section upon receipt and during each lift to ensure that the factory alignment has not been altered. Should
the field inspection indicate the section alignment (“square”) has been altered, please contact the factory or your local EVAPCO
representative for additional instructions to obtain proper section fit.

Storage

Do not place tarps or other coverings over the top of the units if the units are to be stored before installation. Excessive heat can
build up if the units are covered causing possible damage to the PVC eliminators. For extended storage beyond six months rotate
the fan and fan motor shaft(s) monthly. Also, the fan shaft bearings should be purged and regreased prior to start-up.

General

For extended lifts, or where hazards may exist, it is recommended that safety slings and spreaders be employed for safety.  Refer to
the extended lift information in this bulletin.

International Building Code Provisions

The International Building Code (IBC) is a comprehensive set of regulations addressing the structural design and installation
requirements for building systems– including HVAC and industrial refrigeration equipment.  As of June 2008, all 50 states plus
Washington D.C. have adopted the International Building Code.  The code provisions require that evaporative cooling equipment
and all other components permanently installed on a structure must meet the same seismic design criteria as the building.  The
LPT Series Cooling Towers, LR Series Coolers and Condensers are IBC 2009 compliant up to 1g with standard construction and
up to 5.12g with additional structural modifications.

All items attached to the EVAPCO LPT Cooling Tower, Evapco LR Closed Circuit Cooler or LR Evaporative Condenser must be
independently reviewed and isolated to meet applicable wind and seismic loads.  This includes piping, ductwork, conduit, and
electrical connections.  These items must be flexibly attached to the Evapco unit so as not to transmit additional loads to the
equipment as a result of seismic or wind forces.

Structural Steel Support

Two structural “I” beams running the length of the unit are required for supporting the unit. These beams should be located
underneath the outer flanges of the unit as shown in Figure 1.  See Table 1 for Steel Support Dimensions.  Table 1 lists units
according to the nominal plan area of their heat transfer section. Overall dimensions will be different.

Mounting holes, 3/4” in diameter, are located in the bottom flange for bolting to the structural steel.  Refer to the recommended
structural steel support drawing and certified print for exact bolt hole location. Bolt the bottom section to the steel support before
rigging any hoods or attenuation.

Beams should be sized in accordance with accepted structural practices. Maximum deflection of the beam under the unit should be
1/360 of the unit length, not to exceed 1/2”. Deflection may be calculated by using 55% of the operating weight as a uniform load on
each beam (see certified print for operating weight).
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The supporting “I” beams should be level to within 1/8” in 6’ before setting the unit. Do not level the unit by shimming between the
bottom flange and the beams as this will not provide proper longitudinal support.

NOTE: Consult IBC 2009 for required steel support layout and structural design.

Coil A1 A2 B1 
Casing (Unit Only) (Unit with

Footprint Intake Attn.) 

3' x 6' 10' 1-7/8" 13' 9-5/8" 3' 4-1/2"
5' x 6' 12' 2-7/8" 15' 10-5/8" 5' 5/8"
5' x 9' 15' 2-1/4" 18' 10" 5' 5/8"
5' x 12' 18' 2-5/8" 21' 10-3/8" 5' 5/8"
8' x 9' 15' 2-1/4" 18' 10" 7' 10"
8' x 12' 18' 2-5/8" 21' 10-3/8" 7' 10"Figure 1 – Structural Steel Support

LPT
SOUND

ATTENUATION

 A1
A2

 B1 

Plan View End Elevation

Table 1 – Steel Support Dimensions

SPREADER
BAR

H1

A

SPREADER BAR
H2

SPREADER BAR

SPREADER BAR

Figure 2a – Recommended Rigging - LP/LR Main Unit Figure 2b – Alternate Rigging - LP/LR Main Unit

Rigging the Main Unit

Lifting devices are located on the sides of the unit near the bottom as shown in Figure 2a. It is recommended that units be lifted
using a boom oriented along the length of the unit with the cables straddling the unit at the lift points (Figure 2a). An alternative
method is to lift the unit with a single hook, lashing the cables to the lift points on the unit directly (Figure 2b). Spreader bars are
necessary in both cases to prevent damage to the sides of the unit.  

When a boom is used, the distance “A” between the lift points on the boom should be set equal to the distance between the lift points
on the unit and the crane hook must be located a minimum distance “H1” above the top of the unit as shown in Figure 2a.  When no
boom is used, the crane hook must be a minimum distance “H2” above the lifting points on the unit as shown in Figure 2b.  
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Table 2 shows minimum “H” dimensions and gives “A” dimensions for the different unit sizes. 

A
Coil /Casing A Coolers H1 H2

Footprint Towers Condensers

3’ x 6’ 86” 86” 3’ 10’

5’ x 6’ 102” 102” 5’ 12’

5’ x 9’ 137” 137” 5’ 13’

5’ x 12’ 174” 174” 5’ 14’

8’ x 9’ 138” 133” 7’ 17’

8’ x 12’ 174” 169” 7’ 20’

Table 2 – - Dimensional Guidelines for Lift Cables.  
Dimensions Refer to Drawings in Figure 2a and 2b.   

Extended Lifts

The recommended method for extended lifts is to use slings under the unit (Figures 3a and 3b).  Safety slings, spreaders and skids
should be removed before final positioning of the unit.     

NOTE: Always use safety slings for extended lifts or where any safety hazard exists.

SPREADER
BAR

SPREADER
BAR

SPREADER
BARS

Figure 3a – Recommended Safety Sling Rigging Figure 3b – Alternative Safety Sling Rigging

Applying Sealer Tape

If the unit was shipped with optional discharge attenuation or discharge hoods sealer tape must be applied prior installation of the
section.  Once the unit has been set on the supporting steel and bolted in place, wipe the top flanges to remove any dirt or
moisture. Place sealer tape over the mounting hole centerline on the side flanges.  Apply two strips of sealer tape, one partially
overlapping the other, on the end flanges.
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The sealer tape should overlap on the corners as shown in Figure 4. Do not splice the sealer tape along the end flanges and
preferably not on the side flanges if it can be avoided.  Always remove the paper backing from the sealer tape. 

2 OVERLAPPING
LAYERS OF SEALER

ON THE ENDS

1 LAYER OF SEALER
CENTERED OVER THE

MOUNTING HOLES

END

SIDE

Figure 4 – Proper Sealer Tape Application
Hood or attenuation only

FIG. 6

FIG. 10

FIG. 8

Figure 5 – Discharge and Intake Accessory Rigging

Rigging and Assembling Discharge and Intake Accessories 

Intake sound attenuators and discharge hoods/discharge attenuators are not assembled to the main unit when shipped and must
be separately rigged and assembled in the field. Four accessories fall into this group - discharge hood (may be straight or
tapered), discharge attenuation, fan-end sound attenuator and fan side attenuators. These are shown mounted in Figure 5 and
construction details are referenced to Figures 6, 8 and 10 respectively.
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Nominal Plan Area of 
Heat Transfer Section H 

3’ x 6’ 8’

5’ x 6’ 8’

5’ x 9’ 10’

5’ x 12’ 15’

8’ x 9’ 10’

8’ x 12’ 15’

Table 3 – “H” Dimensions for Discharge Hoods

Rigging Discharge Hoods and Discharge Attenuators 

Discharge Hoods may be either straight or tapered. Discharge Attenuators will be straight-sided.  Both must be rigged with a
separate lift after the main unit has been secured to the structural supports. The rigging for both types of accessories is shown in
Figures 6a and 6b. The lifting cables must be long enough to allow the crane hook to be a minimum dimension “H” above the top
of the assembly.  These “H” values are given in Table 3.  

H H

Figure 6a – Rigging Straight Discharge Hood or 
Discharge Attenuation

Figure 6b – Rigging Tapered Discharge Hood
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Galvanized and stainless steel units use 5/16” nuts and bolts to secure the hood or attenuation to the casing.  Construction
details referenced in Figure 4 are shown in Figure 7 below.      

Rigging Fan End Sound Attenuation

Fan end sound attenuators must be rigged with a separate lift after the main unit has been secured to the structural supports. The
rigging for the fan-end sound attenuator assembly is shown in Figure 8. The lifting cables must be long enough to allow the crane
hook to be a minimum dimension “H” above the top of the assembly.  These “H” values are given in Table 4.  

Figure 7 – Discharge Hood or Attenuation Assembly Details

H

Figure 8 – Rigging Fan-End Sound Attenuator Assembly
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On galvanized units, the fan-end sound attenuator housing is secured on the sides and top with 5/16” self-tapping bolts.  On
stainless steel units, the fan-end sound attenuator housing is secured on the sides using 1/4” threaded machine bolts that are set
into rivnuts located in the side panel of the main unit and on the top using 5/16” stainless steel nuts and bolts.  Construction details
referenced in Figure 5 are shown in Figure 9.  At the time the fan-side attenuator is fitted to the main unit, be sure that the fan belt
adjustment extension tube at the base of the fan-end sound attenuator assembly is properly mated with the hex head fitting at the
main unit.      

Nominal Plan Area of 
Heat Transfer Section H 

3’ x 6’ 4’

5’ x 6’ 5’

5’ x 9’ 5’

5’ x 12’ 5’

8’ x 9’ 8’

8’ x 12’ 8’

Table 4 – “H” Dimensions for Fan-End Sound Attenuator Assembly 

Figure 9 – Fan-End Sound Attenuator Assembly Details
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Rigging Fan-Side Attenuators

On galvanized units, the fan-side sound attenuators are secured to the main unit using 5/16” self-tapping bolts.  On stainless steel
units, it is secured using 1/4” threaded machine bolts which are set into rivnuts located in the side panel of the unit. Assembly is
shown in Figure 10 and construction details referenced in Figure 5 are shown in Figure 11 below.

Figure 11 – Fan-Side Sound Attenuator Assembly Details

Figure 10 – Rigging Fan-Side Sound Attenuator Assembly
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Final Assembly and Start-up Details

Shipping Materials - Remove any wood chocks, spare parts, or miscellaneous items that have been placed inside the unit for
shipping purposes.  Clean all debris from the basin.  

Pump Discharge Line - Connect the riser pipe from the pump discharge on the pan-fan section to the riser pipe on the coil section
using the flexible connection and hose clamps provided.  

Bleed-off Line - A bleed-off line and valve are installed on the unit when shipped with a pump.  On units shipped without a pump
(remote sump applications) make sure a bleed-off line and valve are properly sized and installed on the discharge side of the pump
and connected to a convenient drain. In either case, the bleed-off valve should be fully open.  

Strainer - Check the strainer in the basin to ensure that it is in its proper location over the pump suction as shown in Figures 12a
and 12b.  

SUCTION PIPE

STRAINER

STRAINER

SUCTION PIPE

Figure 12a – Strainer Location on 3’ and 5’ Wide Units. Figure 12b – Strainer Location on 8’ Wide Units.

Screens - Protective air inlet screens are provided across the front of the fan section of all models.  Screens are not provided on
the bottom of the fan section since most of the units are mounted on steel beams, either on the roof or at ground level.  If units are
installed in an elevated position, bottom screens are recommended for safety protection and should be provided by the installing
contractor.

Float Valve Adjustment - The float valve is pre-set at the factory, however adjustment should be checked after rigging.  The float
valve should be adjusted so that the center of the float is 1” below the center of the overflow connections when the valve is in the
fully closed position.  Raise or lower the float by using the wing nuts on the vertical threaded rod.  Do not adjust the horizontal rod.
During normal operation, the water level will drop 3” to 4” below the overflow in condensers and coolers; and to approximately 5” to
6” below the overflow in cooling towers.  See Table 5 for normal operating level for the LR and LP style units.     

Nominal Plan Area of Minimum
Heat Transfer Section Level (inches)

3’ x 6’ 8"

5’ x 6’ 8"

5’ x 9’ 8"

5’ x 12’ 8"

8’ x 9’ 8"

8’ x 12’ 8"

Table 5 – Minimum Operating Level
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Fan Rotation - Bump start and check the fans for proper rotation.  Directional arrows are placed on the outside of centrifugal fan
housings or on the inside of axial fan cylinders.  

Pump Rotation - Bump start and check the pump for proper rotation.  Directional arrows are found on the pump impeller housing.  

Freeze Protection

The simplest and most effective way of keeping the recirculated water from freezing is to use a remote sump.  With a remote sump,
when the recirculating water pump is shut off all recirculating water drains back to the sump.  

If a remote sump is not being used, pan heaters are available.  However, the basin heater will not prevent the external water lines,
pump or pump piping from freezing.  For installations where water will be left in the basin during freezing conditions, the make-up
water supply, overflow and drain lines, as well as the pump and pump piping up to the overflow level must be heat traced and
insulated to protect them from damage.  Any other connections or accessories at or below the water level must also be heat traced
and insulated.

The pan heaters are designed to prevent pan water from freezing when the unit is idle (no fan). If the unit will be operated
dry (no water over coil) but will not be completely drained, please consult EVAPCO marketing to upsize the heaters.

Maintenance

Once the installation is complete and the unit is turned on, it is important that it be properly maintained.  Maintenance is not difficult
or time-consuming but must be done regularly to assure full performance of the unit. Refer to the operation and maintenance
instructions supplied with the unit for proper maintenance procedures.

Water Treatment

Proper water treatment is an essential part of the maintenance required for evaporative cooling equipment.  Galvanized equipment
should be passivated prior to equipment startup to avoid the formation of white rust.  For more information on passivation and white
rust, please download a copy of EVAPCO’s Engineering Bulletin 36 at www.evapco.com.  The spray water and the fluid inside the
heat transfer coil should both be maintained with a water treatment program to ensure efficient system operation while maximizing
the equipments service life.  For more information on recommended water chemistry for EVAPCO equipment, see the Operation
and Maintenance Instructions for this equipment.

Rigging Hardware Parts List

Table 6 lists those parts which are shipped together with the unit(s) for field assembly and/or spare parts.  These parts will be found
in a cardboard box wrapped in plastic and secured in the basin of the unit.

Nominal Plan
Area of Heat Extra Bolt Hex Nut Flat Washer Lock Washer Sealer

Transfer Section Nozzles 5/16” x 1” 5/16” 5/16” 5/16” Tape

3x6 1 14 14 28 14 2

5x6 1 14 14 28 14 2

5x9 1 22 22 44 22 3

5x12 1 24 24 48 24 3

8x9 2 22 22 44 22 3

8x12 2 24 24 48 24 3

Table 6 – LP Tower and LR Cooler and Condenser Attenuation and Discharge Hood Rigging Box Parts List 
(galvanized and stainless steel construction)



Accessory Location Checklist

Accessories can ship in a variety of locations depending on the type of accessory, the size of the unit and the accessories
purchased with the unit.  See Table 7 for a guide to accessory location.

Unit Accessories Shipping Location

Shipped Separately on Truck Bed

Shipping Location is Unit Dependent
- If Space is Available: Loosely Mounted on Unit 
- If No Space is Available: Shipped Separately on Truck Bed

Shipping Location is Unit Dependent
- If Space is Available: Loosely Mounted on Unit 
- If No Space is Available: Shipped Separately on Truck Bed

Shipping Location is Unit Dependent
- End Mounted Heater: Installed in Unit Basin
- Side Mounted Heater: Strapped Inside Unit Basin

Shipping Location is Dependent on Control Panel Size and Unit Width
- If Space is Available: Mounted on Unit Basin
- If No Space is Available: Boxed, Wrapped and Wire Tied Inside Unit Basin

Shipped in Rigging Box Strapped Inside Unit Basin

Shipping Location is Unit Dependent
- End Mounted Thermostat: Mounted on Unit Basin
- Side Mounted Thermostat: Shipped in Rigging Box

Mounted in PVC standpipe

PVC Standpipe Strapped Inside Unit Basin

Welded to Coil Connections

Shipping Location is Unit and Accessory Dependent 
- If Space is Available: Strapped Inside Unit Basin
- If No Space is Available: Crated and Shipped Separately on Truck Bed

Installed in Unit Basin

Shipping Location is Unit Dependent
- If Space is Available: Loosely Mounted on Unit 
- If No Space is Available: Shipped Separately on Truck Bed

Installed In Unit Basin

Shipped in Rigging Box Strapped Inside Unit Basin 

Attached to the Ladder

Shipped in Rigging Box Strapped Inside Unit Basin 

Installed in Unit Basin

Mounted in Fan Section

Installed in Unit Basin

Aluminum Ladder

Discharge Attenuation 

Discharge Hood with Dampers

Electric Basin Heater

Electric Basin Heater Control Panel

Electric Basin Heater Low Water Cutout 

Electric Basin Heater Thermostat 

Electronic Water Level Control Probes 

Electronic Water Level Control

Factory Mounted Crossover Piping 

Fan Screens (If not mounted) 

Hot Water or Steam Coil 

Inlet Attenuation

Remote Sump Trash Screen

Rigging Hardware

Safety Cage

Sealer Tape

Sump Sweeper Piping with and without
High Flow Eductors

Vibration Switch 

Water Silencers

Table 7 – Unit Accessory Shipping Location

EVAPCO, Inc. • P.O. Box 1300 • Westminster, MD 21158  USA
PHONE: 410-756-2600 • FAX: 410-756-6450 • E-MAIL: marketing@evapco.com

©2013 EVAPCO, Inc.

Printed on recycled paper
using soy-based ink

Low Profile Forced Draft Towers, Coolers and Condensers



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


